
Specialists in fireplace design and manufacture

SUPER NOVA FREESTANDING  SERIES III
                       INSTALLATION & OPERATING INSTRUCTIONS   

IMPORTANT:

    INSTALLER, PLEASE LEAVE THESE INSTRUCTIONS WITH THE UNIT ON COMPLETION.

10 YEAR FIREBOX WARRANTY
The firebox is covered by a 10 year warranty. 

Other parts are covered by a one year limited warranty.

Brisbane– 13 French Avenue,

                  Brendale, QLD 4500

Telephone – PH: (07) 3490 5500

Email: - sales@jetmaster.com.au

Sydney– 55 Marrickville Road

               Marrickville, NSW 2204

Telephone – PH: (02) 9505 8500

Email: - sales@jetmaster.com.au

Distributor where purchased:

________________________________

Telephone:

________________________________
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DIMENSIONS
SUPER NOVA FREESTANDING
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MEASUREMENT 848 487 660 318 530 225 330 705 540
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THE FIRST LENGTH 

OF 8” DECRO FROM 

THE UNIT MUST HAVE

 DOUBLE HEAT SHIELD

8” DECRO

HEAT SHIELD

08/09/2025
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MEASUREMENT 115 325 125 340 630 530 793 893 1114 570 350

I

MINIMUM CLEARANCES:

K

A

MINIMUM CLEARANCES FOR THE SUPER NOVA FREESTANDING

INSTALLED WITH DEFAULT FLUE KIT 
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FREESTANDING UNIT WITH HEAT SHIELD

THE FIRST LENGTH 

OF 6” ACTIVE FLUE  

FROM THE UNIT MUST 

HAVE A HALF 6” HEAT

 SHIELD, ATTACH VIA 

POP RIVETS SUPPLIED

BY INSTALLER

6” ACTIVE FLUE

 1000MM LONG

HEAT SHIELD

DOUBLE 

HEAT SHIELD

6” ACTIVE 

FLUE

A

THE HEAT SHIELD WILL COVER 33%

OF THE TOTAL CIRCUMFERENCE OF 

THE ACTIVE FLUE.

DETAIL A

IMPORTANT:

NEW FLUE KIT ACTIVE + HALF 

HEATSHIELD – “ANY SINGLE 

HEATSHIELD CAN BE USED FROM 

900MM UP TO 1200MM HEIGHT”

“THIS HEATER HAS BEEN TESTED WITH 

THE FAN CONNECTED TO A STANDARD 

3 PIN GPO SOCKET OUTLET. THE FAN 

DOES NOT NEED TO BE HARD WIRED”.

IMPORTANT: ANY APPENDIX F 

APPROVED FLUE KITS CAN BE 

USED  ON THESE KEMLAN 

FREESTANDING FIREPLACES AS 

LONG AS IT COMPLIES WITH THE 

LABORATORY TESTED HEAT 

SHIELDING” 
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2 – 6” STAINLESS STEEL FLUE 1000mm CRIMPED
2 - 6” STAINLESS STEEL FLUE 1000mm CRIMPED, BLACK
1 – 8” GALVANISED FLUE 1000mm PLAIN
1 – 8” GALVANISED FLUE 1000mm CRIMPED
1 – 10” GALVANISED FLUE 1000mm PLAIN
1 -  10” DROP BOX, 6”-10” VENTED CAP,
       CRIMPED, BLACK
1 -  6” HEATSHIELD BLACK
2 – ANGLE BRACKETS GALVANISED
       1200x50x50mm
1 – 10” ROUND CEILING TRIM, BLACK
1 – 10” RAKED CEILING TRIM
1 – 6” – 10”  DOUBLE CONE COWL
1 – SPACING KIT
1 – INSTALLATION INSTRUCTION

FREESTANDING FLUE KIT

( APPENDIX F)
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SECOND

HEAT SHIELD

VENTED CAP

FREESTANDING UNIT WITH HEAT SHIELD

( DECRO 8”)

8” DECRO WITH

HEATSHIELD

HEAT SHIELD

A A

A-A
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3 – 6” STAINLESS STEEL FLUE 1000mm CRIMPED
1 – 6” STAINLESS STEEL FLUE 1000mm CRIMPED/SWAGED
2 – 8” GALVANISED FLUE 1000mm PLAIN/CRIMPED
1 – 10” GALVANISED FLUE 1000mm PLAIN
1 -  10” DROP BOX, 8”-10” VENTED CAP,
       CRIMPED, BLACK
1 – DECROSHIELD (A) 8” -900mm (WITH HEATSHIELD)
      BLACK
1 - DECROSHIELD (E) 8” -900mm (WITH HEATSHIELD)
      BLACK
2 – ANGLE BRACKETS GALVANISED
       1200x50x50mm
1 – ADDITIONAL HEATSHIELD
1 – 10” ROUND CEILING TRIM, BLACK
1 – 10” RAKED CEILING TRIM BLACK
1 – 6” – 10”  DOUBLE CONE COWL
1 – SPACING KIT
1 – INSTALLATION INSTRUCTION

FREESTANDING DECRO FLUE KIT



Run a bead of silicone down

the vertical seam of the outer 

casing to the flashing

10” Flue

SUPER NOVA FREESTANDING

 FLAT CEILING INSTALLATION

6” Flue

Flash roof to outer casing

(supplied by installer)

INSTALLATION INSTRUCTION

Pop rivet or

screw brackets to

the outside of the

outer casing

Short tube fits into flue

pipe. All flues should

be trimmed level

DETAIL A

A

Stainless steel flue pipe.

All flue pipes must be

connected with pop rivets

supplied by installer

All casing flue pipes must

be connected with pop

rivets supplied by installer

Flue system to be installed

to suit AS/NZS 2918.2001

B

Support outer flue with

Brackets supplied

Bracing supplied by installer

NOTE:- When Decromesh / Heatshield is fitted, it must 

finish a minimum of 600mm below the ceiling or extend 

through the ceiling drop box into the outer flue casing

8” Flue

c

DETAIL c

D

DETAIL c

All 8”-10” assembled flues must 

have the crimps pointing upwards 

crimped

plain

All 6” assembled flues must have 

the crimps pointing downwards 

crimped

plain

DETAIL D
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THE FIRST LENGTH 

OF 8” DECRO FROM 

THE UNIT MUST HAVE

 DOUBLE HEAT SHIELD

08/09/2025

25

12mm 

Air gap

Ceiling trim

DETAIL B

25

Vented cap



25

150

Run a bead of silicone down

the vertical seam of the outer 

casing to the flashing

Raked ceiling trim

SUPER NOVA FREESTANDING

 RAKED CEILING INSTALLATION

Flash roof to outer

 casing

(supplied by installer)

INSTALLATION INSTRUCTION

Pop rivet or

screw brackets to

the outside of the

outer casing

Short tube fits into flue

pipe. All flues should

be trimmed level

DETAIL A

DETAIL B

A

Stainless steel flue pipe.

All flue pipes must be

connected with pop rivets

supplied by installer

Flue system to be installed

to suit AS/NZS 2918.2001

25

Vented cap

B

Bracing supplied by installer

All casing flue pipes must

be connected with pop

rivets supplied by installer

12MM 

AIR GAP

10” Flue

6” Flue

NOTE:- When Decromesh / Heatshield is fitted, it must 

finish a minimum of 600mm below the ceiling or extend 

through the ceiling drop box into the outer flue casing

8” Flue
c

DETAIL c

All 8”-10” assembled flues must 

have the crimps pointing upwards 

D

DETAIL D

All 6” assembled flues must have 

the crimps pointing downwards 

crimped

plain

crimped

plain
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THE FIRST LENGTH 

OF 8” DECRO FROM 

THE UNIT MUST HAVE

 DOUBLE HEAT SHIELD

08/09/2025



1. MAKE SURE TO INSTALL AIR TUBE AS 

REQUIRED. THE OPENING ON THE TUBE 

END NEEDS TO BE AGAINST THE BACK 

WALL. ALL ROUND EXIT HOLES MUST BE 

POINTING TO THE BOTTOM OF THE FIRE 

BOX OR THE SIDE WALLS.

2. CERAMIC BAFFLE PLATES SIZE 

230mmX240mm.  INSTALL THE BAFFLE 

PLATE 230mm FRONT TO BACK, 240mm 

SIDE TO SIDE. GET BAFFLE PLATE  

INSIDE THE FIREBOX AND TILT ON AN 

ANGLE.  PUSH BAFFLE PLATE OVER 

THE  AIR TUBE

3. THEN MOVE SIDEWAYS UNTIL SUPPORTED 

BY THE  SUPPORT PLATE  AND TOUCHING THE 

SIDE WALL. MAKE SURE THE BAFFLE PLATE

ALSO TOUCHES THE REAR WALL.

BAFFLE PLATE INSTALLATION
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4. REPEAT THE PROCESS FOR THE 

OTHER SIDE.

NOTE: DOOR OMITTED FOR VIEWING CLARITY ONLY.
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TILT FAN ASSEMBLY FORWARD AND SLIDE INTO THE 

OPENING LOCATED AT THE BACK OF THE UNIT. MAKE

SURE THE FAN OUTLET IS FACING THE BACK OF THE 

APPLIANCE.

WHEN THE FAN ASEMBLY IS  HALF WAY IN, START 

TILTING THE ASSEMBLY UPWARDS , UNTIL THE BASE

PLATE IS AGAIN PARALLEL WITH THE BASE OF THE 

APPLIANCE.

PLACE THE SLOTTED HOLES ON THE FAN ASSEMBLY

 OVER THE HOLES AT THE BASE OF THE APPLIANCE.

PLACE THE NUTS AND THE WASHERS SUPPLIED, THEN

 PULL THE FAN ASSEMBLY TOWARDS THE BACK OF THE 

APPLIANCE, AS FAR BACK AS ALLOWABLE, THEN TIGHTEN 

BOTH THE NUTS.

ATTACHED THE  WIRING HARNESS AND THE GROUND

CONNECTOR. TEST THE  FAN AND MAKE SURE EVERYTHING IS 

WORKING PROPERLY. THE FAN IS READY FOR USE.

SUPER NOVA FAN INSTALLATION INSTRUCTION
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INSTALLATION INSTRUCTIONS
    MINIMUM HEIGHT OF FLUE SYSTEM EXIT

INSTALLATION TO COMPLY WITH AS/NZS 2918

16ver.2308/09/2025

3000 
OR LESS

INCREASE FROM 1000 MIN 

UNTIL CLEAR WITHIN 3000 OF 

TOP OF FLUE

      3000

ANY NEARBY 

STRUCTURE

6000 MORE THAN 3000

600 MIN 3000

1000 MIN IF CLEAR WITHIN 

3000 OF TOP OF FLUE

INCREASE AS NECESSARY UNTIL

NOTHING WITHIN 6000 OF THE FLUE

TOP

600 MIN

3000 OR LESS MORE THAN 3000

DIMENSIONS IN MILLIMETRES
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WARRANTY

1. Kemlan wood heaters carry a warranty on the 6mm firebox for a period of ten (10) years.

2. This warranty also covers other components of the heater for a period of one (1) year. These components include the 

baffle plate, handle assembly, secondary air tubes and fan.

3. Kemlan’s warranty covers the wood heaters against defects in materials and manufacture.

4.  THIS WARRANTY DOES NOT COVER –

4.1  Failure to comply with manufacturer’s operation instructions.

4.2  Normal wear and tear or damage caused by incorrect installation.

4.3  Any form of rust and/or corrosion to the painted finish of the heater.

4.4  Damage to the glass in the door, if the damage is caused by impact or misuse.

4.5  The cost of collection and delivery of the wood heater and/or parts.

4.6  Damage caused by water ingress.

4.7  Cost of removal of defective heater or re-installation of replacement heater.

4.8  Failure to use fireplace components supplied by Kemlan Industries Pty Ltd.

4.9 Cost of inspection for damaged heater.

5. CLAIMS –

5.1 (I) Kemlan will provide a full replacement of the heater in the first five years after installation.

      (ii) Replacement in the subsequent five years (i.e. sixth to tenth year after installation will be on the following basis.

          Owner will pay fifty percent of the current retail price, if the claim is made in the sixth year – tenth year after 

purchase.

5.2     Replacement of heater subject to all conditions in section four of warranty.

5.3    Should any defects occur, contact the Kemlan distributor from whom you purchased the heater.

5.4    Under this warranty the defective parts will be repaired or replaced, free of charge.

6.  The fireplace installation must comply with the relevant local statutes, ordinances, regulations and by-laws.

7. THIS WARRANTY IS VOID IF:

7.1 The appliance has been over-fired or operated in atmospheres contaminated by chlorine, fluorine or other

       damaging chemicals. Over-firing can be identified by, but not limited to, warped plated or tubes, rust

       coloured cast iron, bubbling, cracking and discolouration of steel or enamel finishes.

PLEASE COMPLETE AND RETAIN THIS SECTION FOR YOUR RECORDS
Purchased from: .......................................................................................................

Address:  ....................................................................................................................

Date of Purchase:  ......................................................................................................
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